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Fax: 01279 422 007
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-Available in 3 standard band lengths
Earth Clamps

+ Available in three colours Red - For Non-corrosive dry atmospheres &  
 Blue or Green for corrosive or humid conditions
+ Conforms to  BS 951
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Description Earth Clamps for dry conditions
Terminal size A-D 2.5 - 10mm²

Pack Qty 20 20 20

Barcode 5012739
618529

5012739
618505

5012739
618512

Pipe 
Diameter

12mm 
- 32mm

32mm 
- 50mm

50mm 
- 75mm

Max Earth
Conductor 

Size
1 x 10mm²

Colour Red

Screw Torque 
Setting 2Nm

Product 
Weight

34g 34g 34g

Length 135mm 195mm 290mm

Guarantee 1 Year

Conforms To BS 951

EC14GB EC14/2GB EC14/3GB
Description Earth Clamps for humid conditions

Terminal size A-D 2.5 - 10mm²

Pack Qty 20 20 20

Barcode 5012739
618550

5012739
618536

5012739
618543

Pipe 
Diameter

12mm 
- 32mm

32mm 
- 50mm

50mm 
- 75mm

Max Earth
Conductor 

Size
1 x 10mm²

Colour Blue

Screw Torque 
Setting 2Nm

Product 
Weight

34g 34g 34g

Length 135mm 195mm 290mm

Guarantee 1 Year

Conforms To BS 951

EC15GB EC15/2GB EC15/3GB
Description Earth Clamps for humid conditions

Terminal size A-E 2.5 - 16mm²

Pack Qty 20 20 20

Barcode 5012739
618581

5012739
618567

5012739
618574

Pipe 
Diameter

12mm 
- 32mm

32mm 
- 50mm

50mm 
- 75mm

Max Earth 
Conductor 

Size
2 x 16mm²

Colour Green

Screw Torque 
Setting 2Nm

Product 
Weight

38g 38g 38g

135mm 195mm 290mm

Guarantee 1 Year

Conforms To BS 951

EC16GB EC16/2GB EC16/3GB


