METALCLAD 13A SOCKETS

Metal back box supplied as standard |

NORSLO

Robust steel construction
Surface and flush mounting options ®

BROWK
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MCSOSS MCSOST MCSOSD1 MCSOSD2

Description 13A Single Switched Socket 13A Twin Switched Socket 13A Single Switched Socket 13A Twin Switched Socket

13 Amp , 250V~50Hz
Pack Quantity 5
5012739647222 5012739647239

Rating

Barcode 5012739647246 5012739647253

Swtich Type Single Pole Double Pole

Terminal Capacity 3 x2.5mm?2, 3 x4.0mm?, 2 x 6.0mm?
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Class Class]1 - Front plate must be earthed
IP Rating IP2XD

Ambient Operating Temp -5° to +40°C

Fixing Centres 60.3mm 120.6mm 60.3mm 120.6mm

Knockouts 5 8 5 8
Flush Mounted Box Depth 25mm
Back Box Depth 40mm
Dimensions Plate Thickness 81 x 81 x 4mm 81 x 142 x 4m 81 x 81 x 4mm 81 x 142 x 4mm
LxHxW
Conforms To BS 1363

BROWK

Tel: 01279 772 772

Fax: 01279 422 007

Email: sales@greenbrook.co.uk
www.greenbrook.co.uk

Note: Internal use only

Please see wiring diagrams overleaf




METALCLAD 13A SOCKETS

Wiring Diagram for:- BR@K
MCSOSS - 13A Single Switched Socket - Single Pole
MCSOST - 13A Twin Switched Socket - Single Pole
MCSOSD1 - 13A Single Switched Socket - Double Pole
MCSOSD2 - 13A Twin Switched Socket - Double Pole
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